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Synchronous  e lec t r i ca l
s e r v o m o t o r s  w i t h  3
winding phases, supplied
w i th  s inuso ida l  cu r ren t
wave  fo rms .  The  feed -
back device is a resolver
(BFS Series)
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A l l  c h a r a c t e r i s t i c s  a t  2 5 º C  a m b i e n t  t e m p e r a t u r e
( * )  R e s p e c t  t o  t h e  S t a l l  To r q u e

11000              11000
  STALL TORQUE (1) (+/-10º)

 STALL CURRENT

 PEAK TORQUE (+/-10%)

 EMF CONSTANT (+/-5%)

 TORQUE CONSTANT (+/-5%)

RELUCTANCE TORQUE (*)

  WINDING RESISTANCE (+/-5%)

  WINDING INDUCTANCE (+/-5%)

  ROTOR INERTIA
MECHANICAL TIME CONSTANT

ELECTRICAL TIME CONSTANT

RADIAL LOAD (at mid-length of shaft)
AXIAL LOAD

INSULATION
PROTECTION

(1) Aluminium heat sink plate

Is

Mj

Ke

Kt

Tr

R

L

Tm
Te

Fr

Fa

A                 3.10                 2.90                   5.42             10.36

 Nm                7.60               10.80                  20.00            42.40

Vs/rad(rms)

Nm/A(rms)           0.48                0.69                   0.83               0.83

Nm              <3.5%            <3.5%                <3%                 <3%
Ω

mH

ms

N

N

J

 CLASS-F  CLASS-F   CLASS-F CLASS-F

 IP-67                IP-67                 IP-67               IP-67

300X300X10          300X300X10           400X400X10           400X400X10

ms

kgm²10                 0.051               0.074                0.380             0.740-³

     0.28  0.40                    0.48             0.48

5.3                 6.4                    2.4                   0.8
     5.4                  6.4                    4.8                   1.9

 1.99                 1.71                  2.29               1.49
  1.02                 1.00                  2.00               2.38

245         274                     515                515

98                   98                     255                255

 220VAC  220VAC  220VAC  220VAC

         M s       N m

   MAX. MECHANICAL SPEED                        n       r.p.m

 CHARACTERISTICS              SYMBOL   UNITS      BFS-82    BFS-83    BFS-122  BFS-124

   8500          8500
1.5        2.0  4.50         8.6
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