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FEATURES

        BLS-190CHARACTERISTICS SYMBOL UNITS BL-190

MAX SPEED nm rpm 3500
STALL TORQUE (+/-10%) Ms Nm 31
STALL CURRENT (+/-10%) Is A rms 19,71
PEAK TORQUE (+/-10%) Mj Nm 124
TORQUE-WEIGHT RATIO Tw Nm/kg 1.63
EMF CONSTANT (+/-5%) Ke Vs/rad rms 0.91
TORQUE CONSTANT (+/-5%) Kt Nm/A rms 1.57
RELUCTANCE TORQUE Tr Nm <2%
WINDING RESISTANCE (+/-5%) R 0,44
WINDING INDUCTANCE (+/-5%) L mH 2.20

ROTOR INERTIA J kgm210-3 5.1
MECHANICAL TIME CONSTANT Tm ms 1.57
ELECTRICAL TIME CONSTANT Te ms 5.01
MASS M kg 19
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•High dynamic response.

•Full speed condition, not limited by the "Brush Sparking effect".

•High thermal and dynamic characteristics,

•Very low maintenance
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MECHANICAL DIMENSIONS

 TORQUE CURVES

-

BL-190 BL-191 BL-192

DISTRIBUIDOR
AUTORIZADO

MEX (55) 53 63 23 31
QRO (442) 1 95 72 60

MTY (81) 83 54 10 18
ventas@industrialmagza.com

INDUSTRIAL


